
MODEL

Picture Tube 

(useful screen size)

Power Source

Power Consumption

Scan System

Scanning Frequency

Resolution

Video Input Impedance

Input Signal

Output Signal

Operating Temperature

Ambient Humidity

Dimensions(WxDxH)

Weight

CVM1054X(CVM1054L)

10”diagonal, 90 de�ection angle 

(9.3”) 0.63 mm Stripe, In-line

AC  90V~132V, 50/60 Hz

AC 198V ~264V, 50/60 Hz

55 Watts

NTSC/ PAL standard

Horizontal : 15.75 KHz (NTSC)/ 15.625 KHz (PAL)

Vertical : 60Hz (NTSC)/ 50Hz (PAL)

300 TV lines (at center)

NTSC/PAL 1.0 Vp-p,75 ohms,Negative Sync(BNC)

VIDEO A,B: Composite Video 1.0 Vp-p(at 75 ohm)

Negative sync

VIDEO Y/C: Y Signal 1.0 Vp-p

C Signal 0.285 Vp-p(CVM1054X only)

AUDIO: 300m Vrms(CVM1054X only)

VIDEO A,B: Composite Video 1.0 Vp-p (at 75 ohm)

Negative Sync

VIDEO Y/C: Y Signal 1.0 Vp-p

C Signal 0.285 Vp-p(CVM1054X only)

AUDIO: 300m Vrms(CVM1054X only)

0 C~40 C (32 F~104 F)

10% ~90% (non-condensing)

260mm x 332mmx 245mm

12Kg

CVM54X(CVM54 L )

14”diagonal, 90 de�ection angle 

(9.3”) 0.66 mm Stripe, In-line

AC  90V~132V, 50/60 Hz

AC 198V ~264V, 50/60 Hz

70 Watts

NTSC/ PAL standard

15.75 KHz (NTSC)/ 15.625 KHz (PAL)

60Hz (NTSC)/ 50Hz (PAL)

400(NTSC)/ 350(PAL)

420(Y/C-CVM54X only) TV lines at center

NTSC/PAL 1.0 Vp-p,75 ohms,Negative sync (BNC)

VIDEO A,B: Composite Video 1.0 Vp-p(at 75 ohm)

Negative Sync

VIDEO Y/C: Y Signal 1.0 Vp-p

C Signal 0.285 Vp-p(CVM54X only)

AUDIO: 300m Vrms(CVM54X only)

VIDEO A,B: Composite Video 1.0 Vp-p (at 75 ohm)

Negative Sync

VIDEO Y/C: Y Signal 1.0 Vp-p

C Signal 0.285 Vp-p(CVM54X only)

AUDIO: 300m Vrms(CVM54X only)

0 C~40 C (32 F~104 F)

10% ~90% (non-condensing)

350mm x 375mm x 330mm

14Kg

CVM2154X(CVM2154 L )

21”diagonal, 90 de�ection angle 

(20.3”) 0.71 mmStripe, In-line

AC  90V~132V, 50/60 Hz

AC 198V ~264V, 50/60 Hz

80 Watts

NTSC/ PAL standard

15.75 KHz (NTSC)/ 15.625 KHz (PAL)

60Hz (NTSC)/ 50Hz (PAL)

450 TV lines (at center)

NTSC/PAL 1.0 Vp-p,75 ohms,Negative sync (BNC)

VIDEO A,B: Composite Video 1.0 Vp-p(at 75 ohm)

Negative Sync

VIDEO Y/C: Y Signal 1.0 Vp-p

C Signal 0.285 Vp-p(CVM2154X only)

AUDIO: 300m Vrms(CVM2154X only)

VIDEO A,B: Composite Video 1.0 Vp-p (at 75 ohm)

Negative Sync

VIDEO Y/C: Y Signal 1.0 Vp-p

C Signal 0.285 Vp-p(CVM2154X only)

AUDIO: 300m Vrms(CVM2154X only)

0 C~40 C (32 F~104 F)

10% ~90% (non-condensing)

475mm x 490mm x 450mm

28Kg

Specifications subject to change without a prior notice.

10 ”/ 14”/ 21”  STA N DA RD  M O N ITO RS

Attractive styled cabinet

Convenient front controls

Crisp picture

Composite video A,B input/output looping

with automatic 75 ohm termination

(without composite video B input at CVMXX54L)

Y/C input/output looping with 75 ohm

slide switch (except CVMXX54L)

Video A,B,Y/C input selector control

(except CVMXX54L)

300Vrms audio input/1W output capability (except CVMXX54L) 

Built in speaker (except CVMXX54L)

Recessed carrying handle (CVM54X/CVM2154X only)

CO LO R 10 ”/  14”  /  21”  STA N DA RD M O N ITO RS

CO LO R 14”/ 15”/  21”  O SD M O N ITO RS

CO LO R 17 ”/ 19”  HIG H RESO LUTIO N  M O N ITO RS

B & W 9”/ 12”/ 14”/ 17 ”/ 20 ”  STA N DA RD M O N ITO RS

M O N I T O R S

CVM54X

CVM1054X

CVM2154X

COLOR STANDARD MONITORS




