


CONFIGURATIONS

SIDE VIEW

C Mount Ring 

Back Focus Ring

( C MOUNT LENS )

( CS MOUNT LENS )

SPECIFICATIONS

CONNECTOR & MECHANICAL

MODEL HICN3X5H1 HICN3X9H1

Power source

Power consumption                    

     

Image sensor

Picture element (HxV)

Scanning system                             

Scanning frequency

Operating temperature

Sync. system

Electronic shutter

Signal format

Resolution  

                               

Min. Illumination

Video output

White balance

S/N ratio

Auto/Man. Shutter

Flickerless (F.F)                        

BLC

EI

Auto iris lens

D/N conversion

AGC

D/N mode selection

White balance

Sync.

D/N control                                                     

DC iris level

Phase level

Video output

Power input

Auto iris output

Lens mount

Mounting hole

Dimensions (WxHxD)

Weight                

POWER

GENERAL

VIDEO

FUNCTION

    

     

1/3" interline transfer CCD [SONY DSP]

NTSC (HICN365H1, HICN369H1)  : 811 x 508, 

PAL (HICN385H1, HICN389H1)     : 795 x 596  

             2:1 interlace

NTSC : 15.75KHz(H), 60Hz(V), PAL : 15.625KHz(H), 50Hz(V) 

-10 C ~ 50 C (14 F~122 F)

Line lock / Internal

NTSC : 1/60 ~1/100,000 sec., PAL :  1/50 ~1/100,000 sec. 

NTSC : 525 lines, PAL : 625 lines

NTSC : 480 TV lines(color), 530 TV lines(b&w), 

   PAL :  470 TV lines(color), 510 TV lines(b&w),

  Color : 1.15 Lux (F1.2 Lens),

B&W : 0.08 Lux (F1.2 Lens)           

1.0 Vp-p (75 ohm)

ATW [ 2800~8000K]

50dB (AGC off)

Auto (on). Manual (off) (dip switch)

Manual shutter ( 8 mode    NTSC : 1/60, 1/100, 1/250, 1/500, 1/1000, 1/2000, 1/4000, 1/10000,

                                           PAL    : 1/50, 1/120, 1/250, 1/500, 1/1000, 1/2000, 1/4000, 1/10000 )

ON / OFF (Dip switch)

ON / OFF (Dip switch)

ON / OFF (Dip switch)

DC / VIDEO (Dip switch)

Color / BW (Dip switch)

ON / OFF (Dip switch)

Auto / Manual (Dip switch)

Low(ATW), Hi(AWB) (Dip switch)

Internal / Line lock (Dip switch)

Adjustable (POT)

Adjustable (POT)

Adjustable (POT)

BNC

4-pin mini din jack

C/CS (Selected through back focus)

1 / 4 " UNC top and bottom

62mm x 54mm x 127mm (2.44inch x 2.1inch x 5inch)

AC 24V +/-10%, 50/60Hz +/-1Hz

DC 12V +/-10%

3.5 Watts

       

AC 220V ~ 240V, 50Hz +/-1Hz

-

6.0 Watts

       

3-pin terminal block (push type connector) Power cord

210g 476g

BACK VIEW (12VDC / 24VAC) 
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(for DC type A/I lens)

FF AGC-H

HI

LOW

D/N
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 220 - 240VAC
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