


FRONT VIEW

SPECIFICATIONS

HICM461Z22 / HICZ461H1MODEL

Image sensor                               

Active pixel (H x V)                       

Unit cell size

Chip size (H x V)                          

Resolution                                    

Min. illumination                 

S/N                                               

Focal length                               

Iris                                                

Zoom ratio                                  

Minimum object distance             

Exposure control                          

Effects

                                          

Line phase                                   

Line lock input                                                                          

Sync system                                

Signal format                               

Scanning frequency(H/V)                                                                                                  

Video output                             

Power requirement                     

Dimension                                   

Weight                                         

Tolerance temperature                

Tolerance humility                        

 

768 x 494 (NTSC) 

4.75  m(H) x 5.50mm(V) 

Positive 3.5Vp-p    , 60Hz+/-1Hz (NTSC) 

525 Line 2:1 Interlace (NTSC)

15.734KHz/59.94Hz (NTSC)                                                   

HICM481Z22 / HICZ481H1

 

752 x 582 (PAL)

4.85  m(H) x 4.65mm(V)

Positive 3.5Vp-p    , 50Hz+/-1Hz (PAL)

625 Line 2:1 Interlace (PAL)

15.625KHz/50Hz (PAL)

 

1/4-inch super-HAD color CCD 

4.47mm(H) x 3.80mm(V)

470TV Lines

1.0 lux/0.02 lux : Low Shutter ON (F1.6/30 IRE)

52dB (AGC off)

3.9mm ~ 85.8mm(+/-5%)

F1.6 ~ F32

Optical X22, Digital X11

(x1~x4) 10cm, (x5~x22) 1m

Auto, Manual, IRIS PRI, Shutter PRI, AGC on/off

Digital zoom, Positive/Negative, B/W, Mirror, 

PIP, Freeze, BLC, Title, Camera ID, Display, 

Preset, DNR, WDR, DIS, Low-Shutter.    

Adjustable (0 ~ 359 )

Line lock (option)

                                         

1.0Vp-p 75ohm

12V DC+/-10% (4.3Watts)

 240g / 335g

4 F ~ 122 F (-10 C ~ 50 C)

0% ~ 96%

2.4" x 2.4" x 4.2" (62mm x 62mm x 106mm)

Zoom Lens

Filter Thread

RIGHT SIDE VIEW BOTTOM VIEW

12 Pin Connector

Terminal Block

Focus Button

Menu Button

Volume for L/L adjust

Zoom Button

BNC Connector

BACK VIEW
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